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AREA LIGHT | 145 Im/W
EDISON SERIES Ce|®

100W-300W IP66 | DLC Premium/DLC 5.0 Ready

CONSTRUCTION

Robust Aluminum alloy heat-sink featuring hollow fins to optimize thermal management
along with waterproof & reduced dust accumulation.

FINISH

Innovative DUAL-CARE surface treatment with electrophoresis & TGIC powder-coating for long
durability in harsh & coastal conditions.

OPTICS

Precision designed and molded ANTI-UV PC lens engineered for optimal area lighting
distribution, eliminating wasteful uplight.

INSTALLATION

3 types of LABOR-LESS mounting brackets for quick & easy installation.




Order Combo

EDISON SERIES 4000K Type V 1-10V 100-277V BLACK Slip-fitter SPD-10 ®
347-480V PIR @) SPD-20
AREA LIGHT 5000K Type IV PWM BRONZE Square/Round pole
NS @
Type lll Resistor Universal
Type ll

Lumen Table

Model No. Power Beam Angle 4000K Ra70 S000K Ra’0
TypeV 13824 138 14400 144
Type IV 13440 134 14000 140 - .

. J DH: Daylight harvesting sensor

WEERSEI09 100 Typelll 13440 134 14000 140 @ =g -

Typell 13478 135 14040 140
@ PIR: PIR sensor

TypeV 21168 141 22050 147
Type IV 20592 137 21450 143 . .

WL-EDS-150 150 Typell 20592 137 21450 143 (3) SPD-10: 10KV Surge protection device
Typell 20639 138 21499 143 SPD-20: 20KV Surge protection device
TypeV 28224 141 29400 147 _ .

L 200 Type lll 27518 138 28665 143
Typell 27518 138 28665 143
TypeV 33869 141 35280 147
Type IV 33022 138 34398 143

_ J 240

WiL-ED3-270 Typelll 32334 135 34398 143

Typell 33022 138 34398 143

Above test is based on initial stage tested with AC277V input.
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ACCESSORIES
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Infrared Sensor
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Daylight Sensor

Square/Round Pole

Slip-fitter

20KA / 10KA SPD

DIMENSIONS

WL-EDS-100
WL-EDS-150

OPTICAL
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WL-EDS-200
WL-EDS-240
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