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CONSTRUCTION

Cold-forged pure Aluminum, patented fin design heat-sink with heat conductive index up to
226W/MK, 3 times better than normal die-cast heat-sink.

FINISH

Electrophoresis thin-coat surface treatment ensures superior thermal performance and
corrosion resistance.

OPTICS

3 different high quality reflectors and 3 lenses to control beam angles
and glare

INSTALLATION

3 mounting options: ring, hook, bracket.




Order Combo

GRANT SERIES 100W 4000K
HIGHBAY 150W 5000K
200W

90°

70°

60°

1-10V

100-277V

Lumen Table

Model No. Power Beam Angle 4000K Ra80 5000K Ra80

15010 15800
90° 13359 134 14062 141
WL-GRA-100 100 70° 13509 135 14220 142
60° 13359 134 14062 141
120° 22800 152 24000 160
WL-GRA-150 150 90° 20292 135 21360 142
v g 70° 20520 137 21600 144
60° 20292 135 21360 142
120° 30400 152 32000 160
90° 27056 135 28480 142
WL-GRA-200 200
70° 27360 137 28800 144
60° 27056 135 28480 142

Above test results are based on initial stage and with AC277V input

and clear cover. If with milky low glare cover the efficiency would drop by 6%.

BLACK RING MTOCC
WHITE HOOK AR60
BRACKET AR90
PR70
LEN60
LEN90

Remarks

@ MTOCC: UL certified 100-277V microwave sensor kit with Merrytek 054V sensor; mount on side 1/2
knockout; Max 15m high.

@ MP: Milky PC cover that replaces tempered glass for low glare
AR60: Aluminum reflector 60degree
AR90: Aluminum reflector 90degree
PR70: PC reflector 70degree
LENG60O: PC lens 60degree, not available for 200W version
LEN90: PC lens 90degree, not available for 200W version
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ACCESSORIES DIMENSIONS
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Sensor Kit Ring mount Hook mount Bracket mount

( bracket supplied separately )

OPTICAL
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