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SOW-200W P66 | DLC Premium/DLC 5.0 Ready
CONSTRUCTION

Custom, light-weight magnesium allow heat-sink with hollow-fin design for optimal ther-
mal management and reduced dust accumulation.

FINISH

Five-step, super durable TGIC paint material helps resist all tough weather conditions while
providing optimal color maintenance.

OPTICS

3 different high quality reflectors and 2 lenses to control beam angles and glare.

INSTALLATION

3 mounting options: hook, ring, bracket.




Order Combo
Series Color temperature Beam Angle | DIM VVoltage - Mounting Accessory

LINCOLN SERIES 80W 4000K 120° 1-10V 100-277V BLACK Hook mtocc @ AR60 @
— 5 000K o0 WHITE Pole AR90
Bracket PR70
120w A9 LEN6O
150W - LENSO
200W

Lumen Table
4000K Ra70 5000K Ra70
Model No. Power Beam Angle 2 = < Remarks

120° 13528 14240
WL-LIN-80 80 90° 13257 166 13955 174

70° 12175 152 12816 160

60° 12852 161 13528 169

120° 17005 170 17900 179 (1) MTOCC: UL certified 100-277V microwave sensor kit with Merrytek 054V sensor;
WL-LIN-100 100 9 1nge il s 13 Max 15m high.

70° 15305 153 16110 161

60° 16155 162 17005 170

@ AR60: Aluminum reflector 60degree

120° 20406 170 21480 179 .
i e 120 00° sege 65 T i AR90: Aluminum reflector 90degree

70° 18365 153 19332 161 PR70: PCreflector 70degree

. 19386 162 20406 170 : :
L LEN60: PC lens 60degree, not available for 200W version.
120° 25793 172 27150 181 LEN90: PC lens 90degree, not available for 200W version.
: 25277 169 26607 177

WL-LIN-150 150 %

70° 23213 155 24435 163

60° 24503 163 25793 172

120° 34390 172 36200 181
WL-LIN-200 200 aQ° 30951 155 32580 163

70° 30951 155 32580 163

60° 30951 155 32580 163

Above test results are based on initial stage and with AC277V input. WASHINGTON LIGHTING INDUSTRIES
Los Angeles, CA | www.washington.lighting




ACCESSORIES
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Sensor Kit

Adjustable bracket

DIMENSIONS

5.98in
T (152mm)

| 8.9in _ |
(226mm)

WL-LIN-80
WL-LIN-100

INSTALLATION

Hook mount

OPTICAL

|
o 5.98in
ity (152mm)

l‘ 10.83in I
(275mm)

WL-LIN-120
WL-LIN-150

Pole mount
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(o 5.98in
ooy (152mm)

| 10.83in |
(275mm)

WL-LIN-200

SNVl AV

Bracket mount
(bracket supplied separately)

Wire guard

S

S\

()

y/

o

~
\ -\J/‘

60° Aluminum reflector

70° PC reflector
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0° PC Lens

PClens 60° & 90°

VERSION

f/@:“\\} STANDARD

S

90° Aluminum reflector

120° Tempered glass

90° PC Lens



