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SPORTS LIGHT | 150 Im/W
ROBINSON SERIES  [&][ce

320W-600W P66 | DLC Premium/DLC 5.0 Ready

CONSTRUCTION

Patented cold-forged pure Aluminum heat-sink, 3 times better thermal performance
compared to normal die-cast heat-sink.

FINISH

Electrophoresis surface treatment ensures superior thermal performance and corrosion
resistance for long durability in tough and coastal conditions.

OPTICS

3 high quality anti-UV optical PC precision designed lenses: 25, 45, 20" (CRI 90 optional)

INSTALLATION

Robust bracket designed to withstand 3G vibration test per ANSI C136.31




Order Combo

Robinson Series 320w 4000K 1-10V 100-277V BLACK Adjustable bracket
480w ) DMX 90+ SPD
Sports Light 5000K 45 347-480V
600w
LPD
90 In

Lumen Table

5000K Ra70

Remarks

Model No. Power Beam Angle —
LPW

44080 138 46400 145

WL-RBN-320 320W 45° 45600 143 48000 150 @ VI: Steel-made visor to control up light

90° 45600 143 48000 150 SPD: 10KV external surge protection device

95° — 138 0600 145 LPD: Laser positioning device for accurate installation direction
WL-RBN-480 480W 45° 68400 143 72000 150 JB: External die-cast junction box for wiring and SPD

90° 68400 143 72000 150

25° 80370 134 84600 141
WL-RBN-600 600W 45° 82650 138 87000 145

90° 82650 138 87000 145

Above test results are based on initial stage and with AC277V input. WASHINGTON LIGHTING INDUSTRIES
Los Angeles, CA | www.washington.lighting




ACCESSORIES DIMENSIONS

T
Laser Positioning
16.61in | 17.6in | 18.19in
(422mm) (447mm) (462mm)
WL-RBN-320 WL-RBN-480 WL-RBN-600

Visor

Lens OPTICAL

Die-cast junction box
for SPD and wiring
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