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FLOODLIGHT | 138 Im/W

KENNEDY SERIES

LISTED

8

50W-200W IP66 | DLC Premium/DLC 5.0 Ready

CONSTRUCTION

Robust aluminum die-cast heatsink with durable TGIC powder-coating ensuring long term,
maintenance free operation in most harsh and coastal applications.

CUSTOM DESIGN HEAT SINK

Four custom designed heat-sinks for optimal performance, power consumption and
thermal regulation.

OPTICS

Available with more than 5 different lens and reflector options for universal applications.




Order Combo

Kennedy Series 4000K Asymmetric 1-10V 100-277V BLACK Adjustable bracket
° PWM
Floodlight 100W 5000K 25
Resistor
50°
1504 5700K
200W A
120+

Lumen Table
5000K Ra70
Model No. Power Beam Angle 4000K Ra70 Remarks
LPW LPW i

120° 6555 131 6900 138
90° 6365 127 6700 134
WL-KND-50 50W 50° 6080 122 6400 128
25° 6080 122 6400 128
Asymmetric 6175 124 6500 130
120° 13110 131 13800 138
90° 12730 127 13400 134
WL-KND-100 100W 50° 12160 122 12800 128
25" 12160 122 12800 128
Asymmetric 12350 124 13000 130
120° 19665 131 20700 138
90° 19095 127 20100 134
WL-KND-150 150W 50° 18240 122 19200 128
25° 18240 122 19200 128
Asymmetric 18525 124 19500 130
120° 26220 131 27600 138
90" 25460 127 26800 134
WL-KND-200 200W 50° 24320 122 25600 128
25° 24320 122 25600 128
Asymmetric 24700 124 26000 130
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COMPARISON

TYPEII
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Asymmetric controlled

Symmetric glare
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