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LINEAR HIGHBAY | 140 Im/W

WRIGHT SERIES @ [ce]

LISTED

/5W-400W IP44 | DLC Premium/DLC 5.0 Ready

CONSTRUCTION

Cutting-edge modular design pure Aluminum extrusion heat-sink featuring.
Excellent heat dissipation and anti-corrosion capacity.

OPTICS

3 different beam angles for low ceiling, high ceiling, and aisle application.
Custom mechanical lens design allowing effortless interchangeability in the field.

VERSATILITY

Large junction box integrated in the fixture, featuring TOOL-LESS entry which allows for
accessory add-ons such as an emergency kit, sensor or control modules to be easily
installed within the fixture.

INSTALLATION

Universal mounting options: cable/chain hanging, surface mount and pole mount.




Order Combo

WRIGHT SERIES

LINEAR HIGHBAY

Lumen Table

Model No.

75w

100w
150w
200w
240w
300w
400w

4000K

5000K

Color temperature

Beam Angle

120°

90°

50%90°

1-10V

347-480vD

Beam Angle

4000K Ra80

5000K Ra80

120° 10725 143 10875 145
WL-WRI-75 75 90° 10650 142 10800 144
50%90° 10575 141 10650 142
120° 14300 143 14500 145
WL-WRI-100 100 90° 14200 142 14400 144
50%90° 14100 141 14200 142
120° 21900 146 22500 150
WL-WRI-150 150 90° 21750 145 22050 147
50%90° 21300 142 21450 143
120° 29200 146 30000 150
WL-WRI-200 200 90° 29000 145 29400 147
50%90° 28400 142 28600 143
120° 35040 146 36000 150
WL-WRI-250 240 90° 34800 145 35280 147
50%90° 33840 141 34320 143
120° 42900 143 43500 145
WL-WRI-300 300 90° 42600 142 43200 144
50%90° 42300 141 42600 142
120° 57200 143 58000 145
WL-WRI-400 400 90° 56800 142 57600 144
50%90° 56400 141 56800 142

Above test results are based on initial stage and with AC277V input.

80+

120-277V

WHITE

Adjustable hanging kit@ MCPIR® EM®
Surface-mount kit SWPIR
Pole Mount MTOCC

Remarks

@ 347/480V is only available with 100, 150, 200, & 300W.
(@ standard version with adjustable hanging kit 2M; surface & pole mount kit order separately.

@ MCPIR: UL certified 120-277V PIR sensor kit with Mcwong PSC-BL-I-FM-DCO ;
front side 3/4inch knockout mount. Max 12m high.
SWPIR: UL certified 120-277V PIR sensor kit with Sharkward BRI823;
front side 1inch knockout mount; Max 12m high.
MTOCC: UL certified 100-277V microwave sensor kit with Merrytek 054V sensor;
mount on side 1/2 knockout; Max 15m high.

(@ EM:15W output 90mins; Infinex emergency kit UL924 listed and alternated in UL.
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ACCESSORIES

Emergency Kit
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PIR Sensor
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Motion Sensor

Wire Guard
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Lens

DIMENSIONS

MODEL NO. LENGTH WIDTH  HEIGHT | w =
22.72in 10in 2.32in : 2

WL-WRI-75-600-2 | S37mm | 254mm | 59mm

| L | (75W/100W/150W)

2272in | 10in 232in

WL-WRI-100-600-2 | 22/ oot 1 Somm

AR 272n | 10in 2.32in -

WL-WRI-150-6002 | 0B | o | somm _ ]
431in  10i 2.32in

WL-WRI-200-1200-2 | 70 % 254"mm e L | (200W / 240W / 300W )
41in | 10in 2.32in

WL-WRI-240-1200-2 | Jeo B | oot | tomm T
431in | 10in 232in

WL-WRI-300-12002 | f30in - 0 | 2320 - "
431in | 1472in | 232in o

i A i i i e
N
7N J
ol - E . .
Rope Hanging Surface Mount Pole Mount

OPTICAL




